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State of Wisconsin \ DEPARTMENT OF NATURAL RESOURCES

Tommy G. Thompson, Governor

- George E. Meyer, Secretary

WISCONSIN e Scott A. Humrickhouse, Regional Director
DEPT. OF NATURAL RESOURCES

Wisconsin Rapids Cffice

473 Griffith Avenue

Wisconsin Rapids, Wisconsin 54494-7859
Telephone 715-421-7800

FAX 715-421-7830

August 20, 1999 BRRTS #03-50-000836 & 02-50-000154

Mr. Dave Decker :
Sentry Insurance Corporation ; /’ Z ;
1800 North Point Drive T [?

Stevens Point, WI 54481 ' s t‘*ﬁ}!

SUBIECT: Conditional Case Closure, Sentry Insurance Auto Center UST & AST Sites,
1800 North Point Drive, Stevens Point, Wisconsin.

Dear Mr. Decker:

On August 19, 1999, the above named site was reviewed by the Wisconsin Department of Natural
Resources West (DNR) Central Region closeout committee for a determination as to whether or not the
case qualified for close cut under Wis. Adm. Code (WAC) ch. NR 726. The post-remediation soil
samples indicate residual petroleum-related soil contamination in the area of the former tank basin and
pump island, and that groundwater samples indicate WAC ch. 140 groundwater quality enforcement
standard (ESs) exceedences for benzene, chrysene and benzo(b)luoranthene, is present in the
groundwater at the site. Due to the presence of residual soil and groundwater contamination at this
site, a clean closure can not be granted in this case at this time. However, based on the investigative
and remediation documentation provided to the Department, it appears that the extent of the petroleum
contamination at the above-named site has been investigated and remediated to the extent practicable,
the location of the residual soil contamination does not pose a threat to direct contact under current site
conditions, and that natural attenuation will be effective in reducing the mass of residual contamination
at this site. Therefore, the Department considers the case "closed,” having determined pursuant to
WAC NR 726, that no further action is necessary on the site at this time, providing the following three
conditions are met.

The first condition of the closeout for this case is that the owner is required to sign and record a
groundwater use restriction describing the type, location, and extent of the residual groundwater
contamination, on the deed for the property and requiring that Department (or successor agency)
approval must be obtained before any water supply wells are installed on the property, or if
construction is proposed in this area of the property that will require dewatering, or if groundwater is
to be otherwise extracted from this area of property, while this groundwater use restriction is in effect,
the groundwater shail be sampled and anaiyzed for contaminants that were previously detected on the

property and any extracted groundwater shall be managed in compliance with applicable statutes and
rules.
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August 19, 1999 BRRTS #03-50-000836 & (2-50-000154
Mr. Dave Decker - Sentry Insurance Corp.
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Due to the presence of residual contaminated scil remaining at the site, and since a s. NR 720.19
performance standard is being used as a basis for closure, the second condition of the closeout for this

case has the following requirements which must be met prior to the Department providing the site a
final closure status:

I Based on the investigative and remedial documentation provided to the Department, it appears
that continued maintenance of the asphalt surface (or other impervious surface) is required to
adequately address the residual contamination still present at the above referenced site so that it
will not pose a threat to human health or the environment. This will require recording an
approved (by the Department) deed restriction indicating the location of residual soil
contamination above NR 720.09 RCLs and the need to maintain the integrity of the asphalt (or
other impervicus surface) over that area to deter infiltration of precipitation and surface water
at the County Register of Deeds office [in accordance with NR 726.05(8)(a)]. A draft of the
deed restriction document must be submitted to the Department for approval within 30 days
after receipt of this letter, and the documents must be registered with the County Register of
Deeds fifteen days after receiving Department approval.

To document that this condition has been complied with, the property owner must submit to the
Department a copy of the recorded deed affidavit, with the recording information stamped on
it, within 15 days after the County Register of Deeds returns the deed restriction to the property
owner. The deed affidavit and deed restriction may be amended in the future with the approval
of Department if conditions change at the site such that the residual contamination is defined or
remediated (if deemed necessary).

2. A written engineering control maintenance plan should be provided to the Department outlining ’
how the paved area (or other impervious surface) will be inspected and maintained in the long-
term.

3. As specified in s. NR 714.07(5), Wis. Adm. Code, where a proposed action to address soil

contamination includes a performance standard selected in accordance with s, NR 720.19(2),
responsible parties shall publish a public notice as a class I notice under ch. 985, Stats. This
public notice shall meet the requirements of s. NR 714.07(5)(a-¢), Wis. Adm. Code, and
should be published in the Stevens Point Journal newspaper. A copy of the published public
notice should be submitted to the Department within 15 days of the published date to provide
documentation that this requirement has been met.

A draft of the above mentioned deed restriction documents and maintenance plan must be submitted to
the Department for approval within 30 days afier receipt of this letter, and the deed documents must be
registered with the County Register of Deeds fifteen days after receiving Department approval of the
draft deed restrictions. To document that this condition has been complied with, the property owner
must submit to the Department a copy of the recorded deed restrictions, with the recording information
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stamped on them, within 15 days after the County Register of Deeds returns the deed restrictions to the
property owner. The deed restrictions may be amended in the future with the approval of Department

if conditions change at the site such that the residual contamination is completely remediated (if deemed
necessary).

The third condition of the closeout of this case is the proper abandenment of the monitoring wells and
below-grade components of the remediation system currently at the site (pursuant of WAC NR 141).
Documents should be forwarded to me at the WDNR Wisconsin Rapids office that substantiates proper
abandonment (Form 3300-5W).

You should note that this letter does not constitute Department "certiftcation” under s. 292.15(2)(a)3,
Stats., as created by 1993 Wisconsin Act 453 (May 12, 1994). Also, in 1997 Wisconsin Act 27, the
legislature amended s. 292.15, Wis. Stats., creating the new “Voluntary Party Remediation and
Exemption from Liability” statute. This statute provides liability protection for persons who did not
intentionally or recklessly cause the release of a hazardous substance and who conducts an
environmental investigation and cleans up property by restoring the environment to the extent
practicable and in accordance with rules promulgated by the Department. Upon completion of the
cleanup, the person receives a “certificate of completion” that provides an exemption from the
“Hazardous Substance Spills” statute and protection from future liability for the past releases. You
must appiy for the program by filling out an application form and fees are charged to cover
administrative costs associated with the program. If you are interested in more information about the

program or would like an application package, please call Loren Brumberg at the West Central Region
Office in Eau Claire at 715-839-3770.

Once the deed restrictions, approved maintenance plan, copy of the published public notice, and well
abandonment forms have been properly submitted to this office we will issue the final closure letter for
this site. Thank you for your efforts to cleanup Wisconsin's environment. If you should have any
questions regarding this letter please contact me at (715) 421-7850.

Sincerely,

Ve 34527

Tom Hvizdak
Hydrogeologist

C: Caig Wieman, Maxim, 555 S. 72™ Ave., Wausau, WI 54401
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QOctober 5, 1999

Wisconsin Department of Natural Resources
Attm: Mr, Tom Hvizdak

473 Gnffith Avenue

Wisconsin Rapids, WI 54494-7859

Subject: Monitoring Well Sampling Plan
Sentry Insurance Auto Center Site
Stevens Point, Wisconsin

Dear Mr., Hvizdak:

Maxim Technologies, Inc.® (Maxim) has provided a monitoring well sampling plan for the
Sentry Insurance Auto Center site in Stevens Point, Wisconsin.

jon

The Sentry Auto Center site is located at 1800 North Point Drive in Stevens Point, Wisconsin.
'The property description is the SE %, SE % of Section 20, Township 24 North, Range 8 East
in Portage County.

In August 1999 the site received conditional closure of a gasoline spill that had occurred as the
result of leaking piping from an above ground storage tank (AST) system. The spill occurred
in March 1993. Assessment performed upon completion of a limited soil excavation
determined the extent of soil and groundwater contamination. Results indicated soil and
groundwater impacts, although in excess of their respective NR 720 and NR 140.10 standards,
are confired to the auto center plaza. Groundwater monitoring results and soil resampling
results indicate contaminant concentrations are on a downward trend as natural
attenuation/bioremediation is in effect.

As part of the conditional closure, a recovery sump (RS-2) was converted 10 a monitoring well
(MW-6) to permit periodic (annual) groundwater monitoring with the intent of attaining
unconditional closure conditions. In addition, it is anticipated soil samples will also be re-
collected and analyzed to determine compliance with NR 720 Generic Soil Standards.

Work Pl

The proposed monitoring of MW-6 is as follows:

1. Perform annual monitoring of MW-6, specifically, on an annual basis beginning in
April/May 2000. A minimum 10 well volumes will be bailed from the well and a

sample obtained.
5§55 South 72" Avenue » Wausau, W1 54401 « Telephone: 715/345-4100 « Fax: 715/842-0381

"Providing Cost-Effactive Sciutions ta Cliants Nationwide®
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2. Submit the sample for analysis of concentrations of gasoline range organics {GRO) and
petroleum volatile organic compounds (PVOC). Natural attenuation data, including
Redox potential, dissolved oxygen, iron and conductivity, will also be recorded.

3. Submit the tesults to the WDNR. The report will inciude a table of historic data from
the well (RW-2/MW-6), analytical report, and short narrative.

If it is established that groundwater contaminant concentrations are below current NR 140.10
preventative action limits (PALs), soil samples will be re-collected in the areas previously
exhibiting impact in excess of applicable NR 720 soil standards. Based on these results, the
site closure request will be resubmitted to the WDNR for review with the goal of attaining
unconditional closure of the site and removal of any deed instrument (groundwater use
restriction, etc.).

Well Mgintenance

Monitoring well MW-6 is installed with a flush mounted well cover. It is anticipated the area
the well is located in is to be repaved with either asphalt or concrete. The area is heavily
trafficked, and consequently the pavement is well maintained. The well cover will be checked
during periods of pavement mainienance to ensure it is not damaged during snow removal, or
if damage does occur it is repaired promptly.

If you have any questions, please contact me at 715/845-4100.

Sincerely,

OLOGIES, INC.”

Craig|A. Wieman
Senior Environmental Scientist

CAW/tcl

Putk: B 100 \cmvijobaTi GEIARY



State of Wisconsin \ DEPARTMENT OF NATURAL RESQURCES

Tommy G. Thompson, Governor
George E. Meyer, Secretary
Scott A. Humrickhouse, Regional Director

Wisconsin Rapids QOffice

473 Griffith Avenue

Wisconsin Rapids, Wisconsin 54494-7859
Telephone 715-421-7800

FAX 715-421-7830

[_ :J ] ‘
WISCONSIN [P
DEPT. OF HATURAL RESQURCES

June 8, 2000 BRRTS #03-50-000836 & 02-50-000154

Mr. Dave Decker

Sentry Insurance Corperation {‘

1800 North Point Drive ¢ l/

Stevens Point, Wl 54481 g‘
VL

T «7]}

2y
SUBJECT: Case Closure, Sentry [nsurance Auto Center UST & AST Sites,
1800 North Point Drive, Stevens Point, Wisconsin.

Dear Mr. Decker:

The Wisconsin Department of Natural Resources (WDNR) west central region has received the
menitoring well abandonment forms for the monitoring wells {except R8-2)associated with the
subsurface environmental assessment conducted by your consultant for the above referenced
site, as well as a copy of the groundwater use restriction and deed restriction affidavits (with the
recording information stamped on it) recorded with the Wood County Register of Deeds, a
written engineering contrel maintenance plan outlining how the paved area over the impacted
area will be inspected and maintained in the long-term, and a copy of the published class |
public notice in accordance with 5. NR 714.07(5)(a-e}, Wis. Adm. Code, as required by WDNR
west central closure committee as conditions for closure of this site. Also, the Department has
approved your request to retain monitoring well RS-2 for the purpose of groundwater monitoring,
providing you continue to maintain this well in compliance with s. NR 141 and 5. NR 812. The
investigative and remediation documentation provided {o the Department, indicates that the
extent of the petroleum contamination at the above-named site has been investigated and
remediated to the extent practicable, and that natural attenuation will be effective in reducing the
mass of residual contamination at this site. Therefore, based on all information contained in the
site file and the information included in the well abandonment form and deed affidavit submitted
by you, it is the decision of the DNR that, no further investigatory or clean-up action is
needed at the above referenced site at this time and that this site is considered closed.

You should note that this letter does not constitute Department "certification” under s.
292.15{2}(a)3, Stats., as created by 1993 Wisconsin Act 453 (May 12, 1994). Also, in 1997
Wisconsin Act 27, the legislature amended s. 292.15, Wis. Stats., creating the new “Voluntary
Party Remediation and Exemption from Liability” statute. This statute provides liability protection
for persons who did not intentionally or recklessly cause the release of a hazardous substance
and who conducts an environmental investigation and cleans up property by restoring the
environment to the extent practicable and in accordance with rules promulgated by the
Department. Upon completion of the cleanup, the person receives a “certificate of completion”

Quality Natural Resources Management @
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January 25, 2000 BRRTS #03-50-000836 & 02-50-000154
Mr. Dave Decker - Sentry [nsurance Corporation
Page 2

that provides an exempticn from the “Hazardous Substance Spills” statute and protection from
future liability for the past releases. You must apply for the program by #illing out an application
form and fees are charged to cover administrative costs associated with the program. If you are
interested in more information about the program or would like an application package, please
call Loren Brumberg at the West Central Region Office in Eau Claire at 715-839-3770.

The Department appreciates the actions you have undertaken to restore the environment. If you

have any questions, please fee! free to call me at (715) 421-7850.

Sincerely,

T Wy AT

Tom Hvizdak
Hydrogeclogist

c: Caig Wieman, Maxim, 555 S. 72™ Ave., Wausau, Wl 54401
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Document No. GROUNDWATER USE
RESTRICTION
In Re:  Qutlot 1 on Portage County, Wisconsin, Certified REGISTER'S OFRGE
Survey Map. No. 7301 recorded in Volume 26 of PORTAGE COUNTY, Wi L
Survey Maps, Page 231, as Document No. 568392 RECEIVED FOR REGORD
described as:
Part of CSM 1115, Being part of the SE1/4SE1/4, MAY 11 2000 y ‘_
Section 20, T24N, R8E, City of Stevens Point, TiME:_L\_Qll.E_ . Sanior
Portage County, Wisconsin. _ Daputy
wiHiE OF DELDS
Commencing at the Bridge nail on the East quarter < r K fL{ i
corner of Section 20; ‘{bl
Thence SC0°20'40"E along the East line of Recording Area
Section 20, 887.30 feet; Name an{l Return Addressegg,::c:ﬁ;f:u;; — ”“22 ;
Thence S44°41'28"W, 936.38 feet to a painted ‘g%gﬁ?ﬂba’@’mﬁ SHAS
cross and the Pcint of Beginning of the foliowing
description;

(PIN)
Thence continue S44°41'28"W along the retaining wall,
61.60 feet to its intersection with the building wall,

Thence N45°20'25"W along the building wall, 105.62 feet to its intersection with a
retaining wall;

Thence N44°39'35"E along the retaining wall and its prolongation, 61.60 feetto an  iron
rod stake;

Thence $45°20'25"E, 105.66 feet to the Point of Beginning containing 6,507 square feet or
0.149 acres and subject to restrictions, reservations, rights-of-way and  easements of record.

Declaration of Restrictions

STATE OF WISCONSIN )
) SS
COUNTY OF PORTAGE )

WHEREAS, Sentry Insurance a Mutual Company is the owner of the above-described property.
WHEREAS, one or more gasoline and petroleum-based product discharges have occurred at this
property. Groundwater contamination above NR 140 enforcement standards existed on this property

at the following location at the provided concentration on the following date(s):

Date Collected

Recovery Sump RS-2 Benzene 21.2 ppb 3/25/98
Thiz document s & Rull, o Chrysene 2.0 ppb 3/25/98
ENd 2orc st Tiov nf Thi origined benzo(b)flucranthene 2.7 ppb 3/25/98
wr Men snad e ardt bl thes
:'L'v::;-aCouszaf fitmioicr uf|Dp¢c:ia benza(c)pyrene 1.9 ppb 3/25/98
Ontecy v 7% 1 1 900

. !3..13

btthin (1 tliscient.

n AL ¥Euewnd

Y VI ) SO T
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b

Petroleum-related soil concentration above NR 720 generic clean-up standard for GRO and DRO and
residual PAH concentration exist at the foliowing locations:

Date Collected

B-6 5-6' GRO 410 ppm  12/97

(Re-sample) Benzene 640 ppb  12/97
Tolvene 8200 ppb 12/97
Ethyi Benzene 3700 ppb 12/97
Xylenes 57000 ppb 12/97

W-5 (-4") DRO _ 1100 ppm  10/26/92

WHEREAS, it is the desire and intention of the property owner to impose on the property restrictions
which will make it unnecessary to conduct additional soil or groundwater remediation activities on the
property at the present time.

WHEREAS, natural atienuation has been approved by the Department of Natural Resources to
remediate groundwater exceeding ch. NR 140 groundwater standards within the boundaries of this
property.

WHEREAS, construction of wells where the water qualily exceeds the drinking water standards in ch.
NR 809 is restricted by ch. NR 811 and ch. NR 812. Special well construction standards or water
treatment requirements, or both, or well construction prohibitions may apply.

NOW THEREFCRE, the owner hereby declares that all of the property described above is held and
shall be held, conveyed or encumbered, leased, rented, used, occupied and improved subject to the
following limitation and restrictions:

Anyone who proposes to construct or reconstruct a well on this property is required to contact
the Depariment of Natural Resources’ Bureau of Drinking Water and Groundwater, or its
successor agency, to determine what specific requirements are applicable, prior to constructing
or reconstructing a well on this property. No well may be constructed or reconstructed on this
property unless applicable requirements are met.

If construction is proposed on this property that will require dewatering, or if groundwater is to
be otherwise extracted from this property, while this groundwater use restriction is in effect, the
groundwater shall be sampled and analyzed for contaminants that were previously detected on

the property and any extracted groundwater shall be managed in compliance with applicable
statutes and rules.

This restriction is hereby declared to be a covenant running with the land and shall be fully binding
upon all persons acquiring the above-described property whether by descent, devise, purchase or
otherwise. This restriction benefits and is enforceable by, the Wisconsin Depariment of Natural
Resources, its successors or assigns. The Department, its successors or assigns, may initiate
proceedings at law or in equity against any person or persons who violate or are propoesing to violate
this covenant, to prevent the proposed viclation or to recover damages for such violations.

‘Any person who is or becomes owner of the property described above may request that the Wisconsin
Department of Natural Resources or its successor issue a determination that the restrictions set forth
in this covenant are no longer required. Upon receipt of such a request, the Wisconsin Department of
Natural Resources shall determine whether or not the restrictions contained herein can be
extinguished. If the Department determines that the restrictions can be extinguished, an affidavit, with
a copy of the Department's written determination, may be recorded to give notice that this groundwater
use restriction is no longer binding.



' 573834
asserts that he or she is duly authorized
[the property owner].

By signing this document, William M. O'Reilly

to sign this document on behalf of Sentry Insurance a
Mutual Company

IN WITNESS WHEREOQF, the owner of the property has executed this Declaration of Restrictions, this
11th dayof May 2000

Signature: /(7)(() //a(./c TN \
eill/ﬁ' e = ’S‘f‘;:“f-'

Printed Name: William M.

23,

gises

s
A

Ir

Subscribed and sworn to before me
this 11th dayof _ May

UNawy D s iy A
Q} ==
\\\

Notary Puflic, State of _Wisconsin
My Commigsion: Expires 1/25/04

2000

X\

Sasaa Y
b

o

This document was drafted by Maxim Technologies based on comments from the Wisconsin

Department of Natural Resources.
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Document No. I DEED RESTRICTION I

In Re:  Outlot 1 on Portage County, Wisconsin, Certified

Survey Map. No. 7301 recorded in Volume 26 of sgg;sgggo%ﬁ?em 898
Survey Maps, Page 231, as Document No. 568392 RECEIVED FOR FIE'COHD
described as:

Part of CSM 1115, Being part of the SE1/4SE1/4, MAY 1 1 2000
Section 20, T24N, R8E, City of Stevens Point, iME: |00 P M

Portage County, Wisconsin.

Deputy
Commencing at the Bridge nail on the East quarter Y : M}
corner of Section 20; pd -
Thence S00°20'40"E along the East line of Recording Area
Section 20, 887.30 feet; Name andl Return Address

o 'R
g;:ﬂfr Cé:p.‘:ﬁl. - stf Hak. A nuTusL Co

Thence $S44°41'28"W, 936.38 feet to a painted I99e KoaYk ot DR
cross and the Point of Beginning of the following STRRNS iU Wi st
description;

(PIN)

Thence continue S44°41'28"W along the retaining wall,
61.60 feet to its intersection with the building wall;

Thence N45°20'25"W along the building wall, 105.62 feet to its intersection with a
retaining wall,

Thence N44°39'35"E along the retaining wall and its prolongation, 61.60 feet to an  iron
rod stake;

Thence S45°20'25°E, 105.66 feet to the Point of Beginning containing 6,507 square feet or
0.149 acres and subject to restrictions, reservations, rights-of-way and  easements of{ﬁﬁomwm conein ]
DECLARATION OF RESTRICTIONS

Thin decwmpent it & Rl wo

STATE OF WISCONSIN ) i ,,‘. .; e
) SS Giprrmage Lounle Vst ot

COUNTY OF PORTAGE ) Dticns L}a‘:;.-:.,

WHEREAS, Sentry Insurance a Mutual Company is the owner of the above-described p{gpﬁlu%@- idiecar
r"rd‘ﬂr 2 e atd
WHEREAS, it is the desire and intention of the property owner to impose on the property restrighens ~ "~

which will make it unnecessary to conduct further soil remediation activities on the property at the
present time.

NOW THEREFORE, the owner hereby declares that all of the property described above is held and
shall be held, conveyed or encumbered, leased, rented, used, occupied and improved subject to the
following fimitation and restrictions:

The following activities are prohibited on the property described above where a cap or
cover has been placed, unless prior written approval has been obtained from the
Wisconsin Department of Natural Resources or its successor or assign: (1) Excavating
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or grading of the land surface; (2) Filling on the capped area; (3} Plowing for agricultural
cultivation; and (4) Constructicn or instaliation of a building or other structure with a
foundation that would sit on or be placed within the cap or cover. In addition, the cap or
cover shall be maintained in compliance with a plan prepared and submitted to the
Wisconsin Department of Natural Resources by a responsible party, as required by
section NR 724.13(2), Wis. Adm. Code (1997). Pursuant to the requirements of
§144.76, Stats., a cap or cover maintenance plan has been provided to the Wisconsin
Department of Natural Rescurces effective December 1, 18988.

WHEREAS, one or more gasoline and petroleum-based product discharges have occurred at
this property. Residual soil contamination has been left in place in the following sample
locations at the concentrations provided. The impacted soil is located in Outlet 1 as presented
in the “Plat of Survey” as described in this document.

Dated Collected

B-6 5'-6° GRO 410 ppm 12/97

(Re-sample} Benzene 640 ppb 12197
Tolvene 8200 ppb 12/97
Ethyl Benzene 3700 ppb 12/97
Xylenes 57000 ppb 12197

W-5 (-4%) DRO 1100 ppm 10/26/92

Soil contamination levels above NR 720.08 RCL's require continued maintenance cf an asphall,
or other impervious surface, to cover the property in order {o adequately address the residual
contaminants located in the soil and groundwater of this parcel as to prevent human contact
and to deter the infiltration of precipitation and surface water.

If the existing impervious surface is not maintained or is removed, the property owner shall
investigate the degree and extent of petroleum contamination that remains in the soil in the
area that was previously covered. To the extent that contamination is found at that time, the
Wisconsin Department of Natural Resources shall be immediately notified and the
contamination shall be properly freated or disposed of in accordance with applicable laws.

These restrictions are hereby declared to be covenants running with the land and shall be fully binding
upon all persons acquiring the above-described property whether by descent, devise, purchase or
otherwise. These restrictions inure to the benefit of and are enforceable by the Wisconsin Department
of Natural Resources, its successors or assigns. The Department, its successers or assigns, may
initiate proceedings at {aw or in equity against any person or persons who violate or are proposing to
violate these covenants, to prevent any proposed viclation or to recover damages for such violation.

Any person who is or becomes owner of the property described above may request that the Wisconsin
Department of Natural Resources or its successor issue a determination that one or more of the
restrictions set forth in this covenant is no longer required. Upon the receipt of such a request, the

Wisconsin Department of Natural Resources shall determine whether or not the restrictions contained
herein can be extinguished,

By signing this document,  William M. Q'Reillvy asserts that he or she is duly authorized
to sign this document on behalf of Sentry Insurance a [the property owner].
Mutual Company
IN WITNESS WHEREQF, the owner of the property has executed this Declaration of Restrictions, this
11th dayof _ May . _2000

Signature: //() OF;? JZ/%
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' ﬁ‘ﬁ?&ﬁ;‘“‘h-a |

Printed Name: William M, Q0'Reilly -

. 2 ,
Subscribed and sworn to before me i Y,
this 1lth__ day of May . 2000 . H 1.7

- ¥
Notary Pullif, State of _Wisconsin lfl,’ r NF
Expires 1/25/04 "l\{ﬂ{{\w W\gigf_;:-:
LRI

My Commigsion:

This document was drafted by Maxim Technologies, based on comments from the Wisconsin

Department of Natural Resources.
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STATE OF WISCONSIN)
PORTAGE COUNTY)®S

- |, Mark L. Jones, Registered Land Surveyor, hereby certify:
. That ' have surveyed and mapped the property described and represented on this ptat of survey,
That | have made such survey and map by the direction of Sentry Insurance Company,

That such survey and map is a correct representation of the exterior boundaries of the land sUrveyed,
described as:

Part of C5M 1115, Being part of the SET/43E5/4, Section 20, T24M, RBE, City of Stevens Point, Pertage
County, Wisconsin,

Commencing at the Bridge nail on the East quarter corner of Section 20
Thence 5Q0920°40"E ajong the Easl line of Section 28, 887,30 feet;

\
Thence $44°41'28"W, 936.38 feet to a painted cross and the Point of Beginning of the following
description;

Thence continue $44°41"28"W along the retaining wall, 61.60 feel to its intersection with the building wall
Thence N45°20°:25"W along the building wall, 105.62 feet to its intersection with a retainmg wall;
Thence N44°39'35°E along the retaining wall and ils prolongation, 61,60 faet to an iran rod stake;

Thence S45°20'25°E, 105,66 feet Io the Point of Beginning containing 6,507 square feet ar 0,148 acres
and subject fo reslrictions, reservalians, rights-of-way and easements of record.

That I have complied wilh the provisions of Chapler 236.34 of the Wisconsin Statutes in surveying,

dividing and mapping the same.

Mark T, Jones /
Wity Registered Land Surveyor, $-2382
SYNSCONG,

Dated this 2"° day of September, 1939,
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Pavement Maintenance Program
Sentry Insurance Corporation
Stevens Point, Wisconsin
Maxim Project #9719634

in compliance with NR 726.05({8){a}, Sentry Insurance Corporation {Sentry} has prepared
this pavement maintenance plan as part of a conditional closure of the Sentry Auto Center
above ground storage tank (AST) gasoline spill. Currently soil and groundwater impact
exists at the site in excess of current NR 720 and NR 140.10 Standards, respectively. As
part of the closure pravision, the area identified as impacted is to be covered with an
impervious surface to deter surface water infiltration and its integrity maintained.

A. Existing Conditions

Currently, the site is paved with 6-inches of concrete excluding the areas where concrete
was saw cut to facilitate the excavating of impacted materials. The saw cut areas had
been backfilled and surfaced with 2-inches of asphalt. The concrete at the site is in
excess of 20 years old. Any existing cracks or expansion joints have been caulked,
Sentry has a maintenance staff, which is employed with the building and grounds upkeep
and will be used to inspect, repair, and maintain the pavement in the plaza area.

B. Scheduled Maintenance

The area currently is routinely inspected {monthly minimum} to ensure the integrity of the
pavement is maintained. The area is heavily trafficked by delivery vehicles and vendors.
An auto repair facility is also located in the immediate area. Consequently, the pavement
had been well maintained and routinely inspected prior to the spill occurring.

A catch basin is located approximately 40-feet from the release area (former dispenser/
pump island). Surface runoff is conveyed from the Auto Center via the catch basin,
thereby eliminating standing surface water.

C. Future Maintenance

it i1s anticipated that the plaza area is to be repaved with an asphalt layer at some point in
2000, in conjunction with other scheduled renovation. If the plaza is repaved. the
inspection of the area will continue. It is anticipated the pavement will be maintained

{swept, seal coated and cracks repaired} to the same extent as the existing concrete
pavement.

D. Site Contact

The site is located as follows:
Sentry Insurance Corporation
1800 North Point Drive
Stevens Point, Wl 54481

Site Contact: Facilities Director
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lhe State of Wisconsin

| s

Portage County )

1000

Legals

1000 Bt m@

" - Publish May 15, 2000

PUBLIC NOTICE
PURSUANT TO WIS,
ADMIN. CODE NR T14.07

B Senh‘y Insurance, & Mutual
Company, 1800 North Point
Drive, Stevens' Paint, Wis-

eonsin 54481, hereby gives
notice pursuant (o WWis. Ad-
min. Cods NR ¥14.07 of re-

-medial action taken pursuant

o' ¢ certain  soil  and
grounchwater . oonlammanon
of . a site
adlacent to the Sentry Autc
Semvice Canter, said site be-

1 ing described as follows: -

" I Re: Poriage County,

Map 7301 recorded in Vol-
ume 26 of Survey Maps,
Page 231, €5 Ddtument No,
568392 described as: -

+

pari of the' SE 1/4 SE 1/4,
‘Sedtion 20, T24N, RAE, City
of Stevens ' Point, Portage
IOounly, Wisoongin,

Conmme n;;lng at the findge

ner of Section 20 .

* Thence 544 dcgrees.

ATZH'E along the East line
«of Section 20, B87.30 feet;

‘Thence  S44 . degrees
412687, 936, 33 feet to &
pamted cross- and the ' Paint
of Begirriing of the fo[lowmg
doscnpt:on .
Thence oonhnue 544 do-
grees 41'28™"W along the re-

stalning wall, 51 X0 feat to its

- wnlersection e buﬁdmg
Cwall :

- Thence ~ M44  degrees

3XI5°E slong the refaining

wall and itz prolongation,

61.60 feat to aa iron rod
. slake;

Thence 545 degrees
20'25°E, 105.66 feot to the
Poinl of Beginning contain-
ing 6,507 square feel or
0.149 acres and subject o
restrictions, resarvations,
fights-of-way and
easemems
of record.

Pursuant to a plan liled
with the  Depattracnt  of
Natural Resaurces,
remediation of
said site is by natural attenu-
ation'big-remedialion  with
active; remediation at this
tima ™ degmed- - impractical.

Wisconsin, Cartified Survey’

|-mail on the East qual‘ter cor-

ty as filed with the Register . . principal cleck of T STbeNS POINT JOURNAL, a daily news-
of Deeds, Portage County

Wisconsin. . .
printed and published in Portage County, and that a notice — a printed

The remedial action option

lan may be raviewed by . . . .

gontactmg Sentry Insurance 0f which, taken from said paper, is hereto marginally attached — has been

a Mutual Company as fo

tows: ) :«d und published in said paper m " successive weeks,
- Contact Person: mw_i[ Q_.

o i i day of AD,
David Dikker . st oace in each week, commencing on the day

Facilities Manager g
Seniry Insurance Cmnd ending on the IJEL day of __m = AD.

a Mutual Company
R 2, 000D
elephone: (715}, 344 | .
2"' S s \ L J ok
i _/Q B &_ day of _Mﬁl yi

,j- z Z i Subscribed and sworn to before me this _
= A.D, 1y I

'.P.a:t of-CSM 1115, Being ZML
Y9 Jnate J- Jppro.

lnn - €L
jm 25 A

Additionally, the area of im-

pact is to remain paved with
concretefasphalt Lo eliminata
patential human contact with
residual  contamingnts, In
. unction  with the ap-
- praved remedial action, cer-
tain deed restrictions have
. been placed on said propar-
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AXIM

INOLOGIES, INC.

CHEMICAL ANALYSIS OF SOIL

TABLE 2A

REMEDIAL SOIL REMOVAL/SUPPLY PIPE TRENCH

SENTRY INSURANCE AUTO CENTER AST - STEVENS POINT, WISCONSIN

MAXIM PROJECT #9719634

Checel Cot /(/)/‘,’» EV /DD'C’C;

ORI Heaurhe s STateacs e@ i :3”1 & Hi
‘ﬂtg X RO BERTRRA 2720 1 IS 53 kR X b 1 j 30 A L o £ AP
4 S-1 E. Wall, 4'S of Island, -3’ <50 <50 <50 <50
4 S-2 Center, 4'S of lsland, -3' <50 <50 <50 <S50 -
4 S-3 N. Wall, 0.5'S of Island, -4' 27 - Jeha 1100 -~ 1440 2300 ~ 370 .
4 S4 | W.Wall,5'S of Island, -4’ O A SEE: Y O0TAE 3500
4 S5 S. Wall, 10’S of Isiand, 4’ <10 <50 <50 -
4 S-6A. Not Analyzed N/A N/A N/A .
4 S-6B Trench Center, 20°S of Island, -3° <10 <50 <50 .-. —
4 S-6C Trench, E. Wall, 20'S of Island, -2 44’ <10 <50 <50 -
4 S-7A Trench, W, Wall, 34’S of Island, -2 ¥4°' <10 <S50 <50 —
4 S-7B Trench, Center, 34'S of Island, -2 'A* <10 <50 <50 -
4 S-1C Trench, BE. Wall, 34'S of Island, -2 14’ <10 <S50 <50 -
4 S-8A Trench, W, Wall, 48°’S of Island - 2 14’ <10 <50 <50 -
4 S-8B Trench, Center, 48'S of Istand - 3' <10 <50 <50 -
4 8-8C Trench, B. Wall 48'S of Island, -2 4’ <10 <S50 <50 -
4 S9A Trench, W, Wall, 64°S of Island - 2 4’ <10 <50 - - <50 -
4 S9B Trench, Center, 64°S of Island, -2 ¥’ <10 . <1 170 - <50 ~ -
4 59C. Trench, B. Wall, 64'S of Island, 2 ' 12~ 980 ~ 250 -
4 S-10 | Under Pump Sump, 4' S GOONHES o 240,000 -
4 S-11 E. Wall, 18'E of Former Pump, -7’ - <10 K a3 -~ <50
4 S-12 W. Wall, 13'S of Former Pump Island, - <10 \g <50

7 ¢ '

4 S-13 _ { N. Wall, under water main, -5' 37 oS (e K7 Je0q >50
4 S-14 | 5. Wall, Center, -7 o Ea Elh leine SRARBO0 4 3300
Stamdard R OO e AT DR el g Ky

e e

128/94= Gasoline Range Organics
: parts-per-million
0 RCL = Recommended Cleanup Level

PQL = Practical Quantitation Limit

390, 2o

BQL = Below Practical Quantitation Limit
N/A = Not Analyzed




4XIM

YNOLOGIES, INC., v
TABLE 2B
CHEMICAL ANALYSIS OF SOIL
HAND AUGER AND SOIL BORINGS SAMPLES
SENTRY INSURANCE AUTO CENTER AST
STEVENS POM, WISCONSIN
MAXIM PROJECT #9719634
oY 0 VIR PORRRSIZLY praoray SRR Y 430 Bt N3 S
e ISR e "
ND — — <41
ND — — <48
ND — — <36
ND — — <4.5
EEROE 305 000 80,200 <30,000
ND 32 ND <18
ND - | — — <d.4
B8 6/22/94 | 3.5 ) ND — — <4.8
B8 6/22/94 | 5.7 <25 ND — — <48
B (MW-5) 6/23/94 | 3.5 <2.5 ND — — <4.7
B0 612394 | 3.5 <2.5 ND — — <49
B-I1. 162394 | 3-5 <25 ND — — <5.0
HA-1 628094 | 3 %4 <28 ND = — <4.4
[TA2 6128194 | 34 <2.5 ND ND 23 <4.6
HAD 6/28/94 | 34 <25 ND — — <4.2
HA 6/28/94 | 4.5 <25 ND | — — <48
PZ-1 6/28/94 | 3.5 <0.9 29 ND ND —
\rz22 6/28/94 | 3.5 <09 170 86 T's8 — 1
PZ-3 6/28/94 | 3-5 : <26 IND oD
NR 720 STANDARD SRR BRI 5

rures in parts-per-billion unless otherwise noted

No current WDNR standard established
= WDNR NR 140.10 Groundwater Quality Preventive Action Limit
2 is a summarization of historical analytical data

ND = Not detected above MDL

ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard
--- = Not Analyzed




MAXIM

TECHNOLOGIES, INC.

TABLE 4A
CHEMICAL ANALYSIS OF SOIL
ORIGINAL SOIL SAMPLES VS GEQPROBE SOIL BORING RESAMPLES

SENTRY INSURANCE - AUTO CENTER AST
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634

B-6 6/94 3-4.5
IB-6 (RE) | 12/97 5-6
S-4 3/94 4-5
S-4(RE) | 1297 | 6575 | <6.0 <5.4 <6.3 <25
S-14 3/94 6-7
S-14 RE)| 12/97 6-7 '

[NR 720 Generic Soil Standard |

All figures in parts-per-billion unless otherwise noted
Soil sample locations are indicated on Figures 2 and 3.

ppm = parts-per-million
Analytical reports are included in Appendix B

— = Not Analyzed



MAXIM

TECHNOLOGIES, INC.

TABLE 4B
CHEMICAL ANALYSIS OF SOIL
ORIGINAL SOIL SAMPLES VS GEOPROBE SOIL BORING RESAMPLES
SENTRY INSURANCE - AUTO CENTER AST
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634

B6(RE) | 12/97 | 345 |
NR 140.10 Groundwater PAL "

NR 720 Generic Soil Standard J

<35 92 110
0.5 68.6 140 124 |

All figures in parts-per-billion unless otherwise noted
Soil sample locations are indicated on Figures 2 and 3.
ppm = parts-per-million

Analytical reports are included in Appendix B

--- = Not Analyzed



MAXIM

TECHNOLOGIES, INC.

TABLE 5§
GROUNDWATER ELEVATION DATA
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634

6/28/94(1106.06{1105.62

1106.47

1105.29(1105.47

7/19/94(1106.46{1105.97

1106.87

1105.67{1105.91

9/8/94 | 1106.16]1105.78

1106.22

1105.58(1105.80

1/20/9511105.91|1105.56

1105.98

1105.3011105.50

5/17/9511106.29|1105.94

1105.56

1105.62(1105.89

5/20/961106.48(1106.15] 1106.90]1105.67]1106.20] — — |1106.70]1105.88] 1106.67
8/13/97]1106.03]1105.91} 1106.22| 1105.82|1105.81] — — [1106.30]1105.51] 1106.34
3/25/981106-2811105.97|1106.52[1105.77]1105.82] — — |1106.50] — —
REFERENCE ELEVATION - TOP OF PVC RISER
[1109.51[1109.19 1109.63{1109.24/1109.31{1109.52| — [1110.01]1109.28] 1109.37

A groundwater contour map constructed from the data collected on March 25, 1998 is included

in Figure 7.
--- Not recorded.



MAXIM

ECHNOLOGIES, INC.
TABLE 3
CHEMICAL ANALYSIS OF GORUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER

STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634
By AR RRIad B P
REAANR A PR Vet Yo S RRLLDC R SO PO XY g
R RY A o X 0\“’3 X E R X oI Vhy % o
% 62 ; AEARRY A R RIS
Benzene <0.5 <0.9 <0.36 <0.5 0.5
Toluene <0.5 <l.§ <0.25 <1.0 68.6
Ethylbenzene <0.5 <13 <0,26. <0.10 140
Xylenes 0.84 <1.4 <0.26 <1.0 124
-1,3,5-Trimethylbeazene <0.5 <23 <0.20 <1.0 96
1,2 4-Trimethylbenzene <1.0 <33 <0.30 <1.0 96
MTBE <1.0 <0.9 <0.24 <1.0 12 :
GRO — <18 — <50 NS §
DRO <0.1 —_ — —_ —
Naphthalene <0.10 — <0.036 <0.05 8 5
Benzo(a)pyrene <0,1¢ — <0.18 0.062 - | 0.02 s
Accnapthene 0.34 — -~ NY — NP | — SiE
Flouranthene <0.10 . — — 0. 00Y4]| 80 &
50‘\!(; (b) F/ucr«_»?’kt-s O,OL‘fﬁ .0 T
I figures in parts-per-billion unless otherwise no 6,052 o2

CL\*7)' C
D = Not detected above MDL

> = No current WDNR standard established

» = WDNR NR 140.10 Groundwater Quality Enforcement Standard

\L = WDNR NR 140.10 Groundwater Quality Preventive Action Limit
= Not Analyzed

ble 3 is a summarization of historical analytical data.

\H not listed on this table below standard MDL

"OC 8021 analysis performed - all detections above MDL included on this table. 5

015" Fluspe m

0.38" /J-camk;kr‘k7/u..

Merty /- 2= Maphrha lem,




4XIM

YNOLOGIES, INC. —
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER

STEVENS POINT, WISCONSIN

MAXIM PROJECT #9719634

B e BECEY S ] R R SN o : <
153 73 SR 54 S PR Ty ; A

3 ﬁ% o 23] s 8 3 b ST GHAY e RYCHaE: <l
Benzene . 3.8 <0.9 <0.9 <0.11 <0.5 0.5 ;
Toluene <0.50 3.0 0.93 ND ND 0.8 <1.5 <1.5 <0.11 <1.0 -68.6

! Bthylbenpene <0.50 <0.5 ND ND ND ND <t3 <1.3 <0.12 <1.0 140

| Xylenes <1.0 - <1.0 - ND - ND ND - ND <4.5 <1.4 <0.12 <1.0 124 =
{,3,5-Trimethylbenzene | <0.50 <0.5 ND | ND ND : ND . <23 <2.3 <0.12 <10 " |96 Sy
1,2,4-Trimethylbenzene | <1.0 <0.5 ND ND ND ND <23 <2.3 <0.12 <1,0 96 23
MTBR <0.50 <0.§ ND ND ND ND <0.9 <0.9 <0.24 <10 - |12 S
GRO — — — ND ND <50 <28 <18 — <50.0 NS IR
DRO <0.1 <0.1 — — — — - —_— — — —_ EENR
Naphthalene <0.10 <0.10 — — — —_ —_ — 0.17 <0.05 8 LRSS
Benzo(a)pyrene <0.10 <0.,10 — — - — — —, ¥0.18 0.071 0.02 :
Flouranthene 0.37 <0.,20 —_ —_ —_ — - — — _ ] 80 B

ND = Not detected above Method Detection Limit

No current WDNR standard established . ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard
= WDNR NR 140.10 Groundwater Quality Preventive Action Limit -~ = Not Analyzed _

3 is 2 summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is included in Appendix A.
;ompounds not listed on this table are below standard MDL.,

8021 analysis performed ~ all detections above MDL included on this table

ures in parts-per-billion unless otherwise noted



\AXIM

INOLOGIES, INC.
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER /
ABOVE GROUND STORAGE TANK SPILL :
SENTRY INSURANCE~ AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634  py - 3

b :; RIS xp*»:ai; TR !»h AT, ;" 5B
SEIVATYS LAk A ‘;.z_-',.’ d it OIS S A ;’3
] <0.9 <0.9 <0.36 <0.5 0.5

Bﬂms ND ND <1.5 <13 | <028 <1.0 68.6

Ethylbenzene ND ND <1.3 <f.4 <0.26 <1.0 140

{ Xylencs ND ND <4.5 - | <23 - | <0.26 <1.0 124

|1,3,5-Trimcthylbcnzmo ND ND - <23 <23 - ]<o020 <10 96

1,2,4-Tomethyloenzene | ND ND <2.3 <2.3 <0.30 <1.0 96

MTBE . ND_ - [ND . -[<09 .--]1<09 -]<024- | <10 |12

GRO ND <50 <28 <18 — = NS
ires in parts-per-billion unless otherwise noted =~ - 7 ND-'="Not detected above Method’ Dctecnon Limit"
No current WDNR standard established . - T ES -WDNR NR.140.10 Groundwater- Quahty Enforcement Standard

: WDNR NR 140. 10 Groundwater Quality Preventive Achon Limit .- = Not Analyzed -
 is a summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is mcluded in Appendxx A.



AXIM

HNOLOGIES, INC.
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER ‘ -
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE ~ AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM FROJECT #9719634
Besilienss
3 Heisstesarsid
N e s E T <05 T4 Tos
s 47 23 49 <0.25 4.74 3.6
SEARESRTE] 17 27 1.7 <026 | <10 140
’ s 60 147 108 <0.26 3.96 124
1,3,5-Trimethylbenzene BABGRESERH 33 39 _| 18 <0.20 <1.0 96
1,2,4-Trimethylbenzene R2IBFRER 48 39 - |ss <030 [ <1.0 - |96
MTBE <675 ND <0.9° 40 <0.24 <1.0 12
GRO 42,000 2020 2150 2390 — — NS
gures in parts-per-billion unless otherwise noted ND = Not detected above Method Dete‘étio‘n Limit
No current WDNR standard established ES = WDNR NR 140. 10 Groundwater Quality Enforcement Standard
= WDNR NR 140.10 Groundwater Quality Preventive Action Limit --- = Not Analyzed

3 is a summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is included in Appendix A.



IVILAANLIIVY]
TECHNOLOGIES, INC.

TABLE 3 (CONTINUED)

CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL

SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN

MAXIM PROJECT #971963L

Benzene <0.5 .

| Toluene | ND [ ND | 15 | <i5715033 <1.0 [68.6]

| Ethylbenzene | N> "ND | <13 <131 <03¢ <10 140}
| Xylenes ND | ND | <45 [ <14 | <026] <io |1z
E,B,S-Trimethylbenzene—’L ND ND <23 | <2.3 | <0.20 <1.0 NS
|1,2,4-Trimethylbenzene | ND ND | <23 | <23 [<030| <io0 NS [NS
|MTBE ND | ND | <09 [ <09 [<024a] <19
|GRO ND | <50 | <28 | <18 | — <50
| NoghrZn o o - | <0.036] <0.05 | 8
Bewze (i) Puyey . o - | <0.18 <0.0543 [[0.02

All figures in parts-per-billion unless otherwise noted

ND = Not detected above Method Detection Limit

NS = No current WDNR standard established

ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard

PAL = WDNR NR 140.10 Gr

--- = Not Analyzed
Table 2 is a summarization of historical analytical data. The analytical

in Appendix A.

oundwater Quality Preventive Action Limit

report for the March 25, 1998 sampling event is included



XIM

VOLOGIES, INC.

TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL

SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN

MAXIM PROJECT #9719634
‘\- :- 3 »‘\ﬁ} 3 <yexoy o i}\*@g;,:‘: T o B )‘“ Ve ‘ ’X ,‘ \,A- X )\mj’ wyh &1’ By ) A. - T, ;‘;“A Z
s frsegny) 5 ‘ 213 digs i K it BB 0T o S R e
<0.5 <0.9 <0.26 <05 <0.9 <0,36 <0.5 0.5
<1.0 <l1.5 <0.25 <1.0 2.5 <0.25 <10 68.6
<1.0 <1.3 <0.,26 <1.0 <1.3 <0.26 <1.0 140 2
. . <1.0 <{3 <0.26 <1.0 8.7 <0.26 <1.0 124 :
imethyfbenzene <2.] <0.20 <1.0 <23 036 <1.0. <2.3 <0.20 <1.¢ 96 0
imcthylbenzene | <2.3 <0.30 <}.0 <23 <0.30 <1.0 9.8 <0.30 <1.0. 96 5
<0.9 <0.24 <l1.0 <09 <0.24 <1.0 1.8 <0.24 <1.0 12 S EER
¢ RU <18 —_— <50 <18 — <50 40 — <50 NS RS

es in parts-per-billion unless otherwise noted
lot detected above MDL

o current WDNR standard established
'DNR NR 140,10 Groundwater Quality Enforcement Standard

WDNR NR 140.10 Groundwater Quality Preventive Action Limit

ot Analyzed

is a summarization of historical analytical data.




\XTM

NOLOGIES, INC.
TABLE 3 (CONTINUED) - !
CHEMICAL ANALYSIS OF GROUNDWATER : !
ABOVE GROUND STORAGE TANK SPILL 1
SENTRY INSURANCE - AUTO CENTER !
STEVENS POINT, WISCONSIN |
MAXIM PROJECT #9719634 :
RER RS s ‘ o aiEL X R R 5
o o S - >
R DIHANY RS R Rl ES i 19; R B i ‘?;
<1.0 SBESESSREIND - | ND — - <0.36 <0.5 0.5 i
<1.0 190 |12 ND - - <0.25 <1.0 68.6 .
<1.0 30 ND ND p = <026 | <10 140 ’ ‘
<1.0 180 73 |ND — - <0.26 <1.0 124
‘rimethylbenzene | 60 <1.0 18 2.9 ND - — <0.20 <1.0 96 & {
rimethylbenzene | 120 <1.0 T2 6.5 ND — - <0.30 <1.0 96 SR
<10 <1.0 & 7, Y BEoSEs] 5.9 ND —_ -~ <0.24 <1.0 12 Huad
— 43 — — ND —_ — — <50 NS B ’
- — — 2 1000 <5.0 - — — — — — % ¢
alene SRIBEESES] 0.17 0.51 0.47 - — - - —_ <0.036 | <0.05 B % {
\)pyrene i;@%ﬁé'ﬁznm <0.10 <0.10 0.27 — —_ - — — . )
ead <1.0 — — — — — —_— . —_ g
lorcthane SRS — 1.2 — J — — —_— — ¢
richloroethans 20 — <0.5 —_ — — — — — . :
s /6/«4«1 e C’ Z—- yd . : - -
1rgs in Kaﬁ? per~b11hon unless otherwise noted ND = Not detected above Method Detection Limit ¢
No current WDNR standard established ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard\ R
WDNR NR 140.10 Groundwater Quality Preventive Action Limit --- = Not Analyzed ) g
../

is a summarization of historical analytical data.

-
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MAXIM

TECHNOLOGIES, INC.
TABLE 3
, CHEMICAL ANALYSIS OF GROUNDWATER =
ASTE OIL UST EXCAVATION/RECOVERY SUMP (RS-1)
POLYNUCLEAR AROMATIC HYDROCARBONS
- SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN

MAIXIMPROEcrm
|Qhttd s | yaemns | -9 Lradears

10/7¢/ 71#9’/11/‘73 2/14/ 93

Naphthalene S10 0.17 - 10851
! Acenapthylene 210 ND ND "
i Acenapthene yL ND 14.2
| Flouranthene ND 13 24
Fluorene 23 ND 0.18
Anthracene 90 ND 4.7
Pyrene 150 ND 1.8
! Benzo(a)anthracene 99 ND 13
| Benzo(b)fluoranthene | 230 ND 57
Benzo(k)fluoranthene 16 ND 2.9
i Benzo(a)pyrene 59 ND ND
| Dibenzo(a,h)anthracene | 18 ND ND
| Benzo(ghi)perylene 29 ND ND
Indeno(1,2,3,cd)pyrene | 16 ND ND .
| 1-methylnapthalene 2900 4.8 - 3.9
| 2-methylnapthalene 1500 ND 0.28
| | ND

ND

38

Summarization of parameters with detections abave the PQL from sample collected October
26, 1992 prior to recovery sump installation and from quarterly sampling events performed in
June and September 1993. :
*Sample obuained from UST excavation prior to sump installation.
PQL = Practical Quantitation Limit
Ppb = parts-per-billion
ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard
PAL = WDNR NR 140.10 Groundwater Quality Preveative Action Limit
Complete analytical reports with methodologies included in Appendix E.

3/15/ 95 D Ae PRl s Perve ed

Please Note:

Some numbers on this page have
been modificd by the WDNR to
improve legibility,

Initials and Date K= W '%‘/0 o




MAXIM

TECHNOLOGIES, INC.
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634
LOCATION
Parameter PAL | ES
35599 Yinfay] Rs1
10126/92 | 6122193 | 9/14/93 30004 [ 4127194 | 6128194 | 172095 | 5/17/95 | 8/13/97 | 3125798
Benzene <10 <10 [ <10 et ND ND ND — — <0.36 <05 | 05 | s
Toluene 44 <10 | <1.0 | 1% ND 12 ND - —_ <0.25 <10 | 686 | 33
Ethylbenzene 14 <05 | <10 | 30 0.59 ND ND - — <0.26 <10 | 140 | 700
Xylenes 195 172 | <10 | 180 2.8 7.3 ND - — <0.26 <10 | 14 [ 620
1,3,5-Trimethylbenzene 60 6 | <10 18 2.6 29 ND - <020 | <10 [ NS | Ns
1,2,4-Trimethylbenzene ) 28 <10 7 69 6.5 ND - - <0.30 <10 | NS [ NS
MTBE <10 <20 | <10 ] 74 1.4 5.9 ND - — <0.24 <10 12 | 60
DRO — 38 43 1000 — BQL @ ND - - — <50 | NS ! NS
Naphthalene 518 0.17 | o0.51 — - - — — <0.036 | <0.05 8 | @
Benzo(a)pyrene 59 <0.10| <010 — - -— — -- --- <0.18 <0.06 0.02 | 0.2
Total Lead o <10 - - — — — - - LS |15
Tetrachloroethane 13 1.2 — — e - — - — 05 |50
1,1,1-Trichlorocthane 20 - <05 ] — - | - - - — — 40 | 200
All figures in parts-per-billion unless otherwise noted O.bppb Benzo(a)Anthracene
ND = Not detected above Method Detection Limit 2.3 pob Bemaolb) Fluorant? en e

NS = No current WDNR standard established

ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard
PAL = WDNR NR 140.10 Groundwater Quality Preventive Action Limit
--- = Not Analyzed

Table 2 is a summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is included in
Appendix A.

AS A MUTUAL FROTECTION TO CLIENTS, THE PUBLIC AND OURSELVES, ALL MAXIM YEQENOLOGIES, fNC. REPORTS ARE STBMITTED AS YIE CONFIDENTIAL TNFORMAYION OF CLIENTS, AND AUTHORIZAYION 70R PLBLICATION OF STATESENT, CONCLUSIONS DR
EXTRACTIONS FRGH OX REGARDNG QLR REPORTS [S RESERVED PENDING OUR FRIO% WRITTEN APFRDVAL.
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MAXIM

TECHNOLOGIES, INC.
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634
LOCATION
Parameter PAL | ES
35599 Yinfay] Rs1
10126/92 | 6122193 | 9/14/93 30004 [ 4127194 | 6128194 | 172095 | 5/17/95 | 8/13/97 | 3125798
Benzene <10 <10 [ <10 et ND ND ND — — <0.36 <05 | 05 | s
Toluene 44 <10 | <1.0 | 1% ND 12 ND - —_ <0.25 <10 | 686 | 33
Ethylbenzene 14 <05 | <10 | 30 0.59 ND ND - — <0.26 <10 | 140 | 700
Xylenes 195 172 | <10 | 180 2.8 7.3 ND - — <0.26 <10 | 14 [ 620
1,3,5-Trimethylbenzene 60 6 | <10 18 2.6 29 ND - <020 | <10 [ NS | Ns
1,2,4-Trimethylbenzene ) 28 <10 7 69 6.5 ND - - <0.30 <10 | NS [ NS
MTBE <10 <20 | <10 ] 74 1.4 5.9 ND - — <0.24 <10 12 | 60
DRO — 38 43 1000 — BQL @ ND - - — <50 | NS ! NS
Naphthalene 518 0.17 | o0.51 — - - — — <0.036 | <0.05 8 | @
Benzo(a)pyrene 59 <0.10| <010 — - -— — -- --- <0.18 <0.06 0.02 | 0.2
Total Lead o <10 - - — — — - - LS |15
Tetrachloroethane 13 1.2 — — e - — - — 05 |50
1,1,1-Trichlorocthane 20 - <05 ] — - | - - - — — 40 | 200
All figures in parts-per-billion unless otherwise noted O.bppb Benzo(a)Anthracene
ND = Not detected above Method Detection Limit 2.3 pob Bemaolb) Fluorant? en e

NS = No current WDNR standard established

ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard
PAL = WDNR NR 140.10 Groundwater Quality Preventive Action Limit
--- = Not Analyzed

Table 2 is a summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is included in
Appendix A.

AS A MUTUAL FROTECTION TO CLIENTS, THE PUBLIC AND OURSELVES, ALL MAXIM YEQENOLOGIES, fNC. REPORTS ARE STBMITTED AS YIE CONFIDENTIAL TNFORMAYION OF CLIENTS, AND AUTHORIZAYION 70R PLBLICATION OF STATESENT, CONCLUSIONS DR
EXTRACTIONS FRGH OX REGARDNG QLR REPORTS [S RESERVED PENDING OUR FRIO% WRITTEN APFRDVAL.

MUSAEM-WIXEW ¥4 B:9T BBBZ 9T NON

BE8LTEPSTAT OL 18232 b8 ST

91/21°d




MAXIV

TECHNOLOGIES, INC.
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634
LOCATION
Parameter PAL | ES
MW-3 MW-4
6/28/94 | 1720195 | 5/17/95 | 5/20/96 | 8/13/97 [ 3/25/98 | 6/28/4 | 1120/95 S/17/95 | 3/13/96 | 8/13/97 | 3/25/98

Bemzene 09 ND <0.9 <09 | <0.36 | <0.5 3050 273 122 416 <036 | 4.48 05| §
Toluene ND ND <5 <13 | <025 | <1.0 13,600 417 73 49 <025 474 | 68.6| 343
Ethylbenzene ND ND <13 <l4 | <026 | <1.0 1330 17 27 1.7 <026 | <10 | 140 | 700
Xylenes ND ND <4.5 <23 | <026 | <1.0 8250 60 17 108 <0.26 3.96 14 | 6w
1,3,5-Trimethylbenzene ND ND <23 <23 | <020 | <1.0 490 .33 39 18 <02 ; <10 | NS{ NS
12,4 Trimethylbenzene ND ND <23 <23 | <030 | <l1.0 2100 48 39 56 <030 | <10 [ NS | Ns
MTBE ND ND <09 <09 | <0.24 | <l.0 <675 ND <09 ; 40 <0.4 <10 12 | 60
GRO ND <50 <28 <I8 — - 42,000 2020 2150 2390 — -— NS | NS
Al figures in parts-per-billion unless otherwise noted

ND = Not detected above Method Detection Limit

NS = No current WDNR standdard established
ES = WDNR NR 140. 10 Groundwater Quality Enforcement Standard
PAL = WDNR NR 140.10 Grovndwater Quality Preventive Aclion Limit
--- = Not Anatyzed
Table 2 is 2 summarization of historical analytical data, The analytical report for the March 25, 1998 sampling event is included in Appendix A.

AS A MUTUAL FROTECTIOX 1O CLIENTS, THE FUBLIC AND OURSELYES, ALL

EXTRACTIONS FROM GR KEGARDING OUR REPDRTS IS RESTRVED PENDINT OUR PAX)R WRITTEN APPROVAL

NOSNEM-WIXOW 84 82:9T 0892 9T NON

PESLICPSTLT Ol 1828 2pb8 ST4

9168 °d




WIAXIM

TECHNOLOGIES, INC.
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634
LOCATION
Parameter PAL | ES
RS-2
3/30/94 | 4/27194 | 6/13/94 | 6/28/94 | 12095 | 5/17/95 | 3/13/96 | 8/13/97 | 372598

Benzene 1700 230 | 108 | 266 171 36 62 14 212 o5 | 5

Toluene 6600 8900 | 175 | 367 127 65 244 13 142 | 686 | 343

Bthylbenzene 1100 930 35 %0 5.7 22 2.7 0.94 5.61 140 | 700

Xylenes 5900 7300 | 343 | 1100 [ 371 45 409 3.60 269 124 | 60

1,3,5-Trimethylbenzens 630 370 57 213 54 42 50 0.55 4.9 NS | NS

1,2,4-Trimethylberzene 2600 1600 | 237 | 862 135 15 150 9.1 974 NS | NS

MTBE I 560 49 | ND ! ND ND <09 | 99 [ <024l <10 12 | &

GRO i 31000 |34000| 1490 ; 5620 | #/94@1 450 : 1910 — 1420 NS | NS

Naphthalene P - R - — 020 | -- 8 40

Benzo(a)pyrene - - - - - -~ 1 - 19 | — Jo02|o2

) . . 5en;a(»F[uorqhﬂygn 24 \ o o.el|o-1
All figures in parts-per-billion unless otherwise noted T e ) 0ozl o2
ND = Not detected above Method Detection Limit 7860 ¢€ 2.0 ‘
NS = No current WDNR standard established
ES = WDNR NR 140.10 Groundwater Quality Enforcement Standard
PAL = WDNR NR 140.10 Groundwater Quality Preventive Action Limit
—- = Not Analyzed
Table 2 is a summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is included in
Appendix A.

Please Note:

i have
Some numbers on this page
been modified by the WDNR to

Initials and Date
AS A MUTUAL PROTECTION YO CLIENTS, THE PLRLIC AND OURSELVES, ALL MAXTM TBIHNOLOGIES, INC. REPORTS ARE SIFPMIYTED AS THE ONINFIDENTIAL INFORMATION OF CLIENTS, AND AUTHureZATEON FOR PUBLICATHIN OF
EXTRACTIONS FROM OR REGARDING OUR REPORTS IS RESERVED PENDING OLR PRIDR WRITTEN ATPROVAL.
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IAXIM

CHNOLOGIES, INC. =
TABLE 3 (CONTINUED)
CHEMICAL ANALYSIS OF GROUNDWATER
ABOVE GROUND STORAGE TANK SPILL
SENTRY INSURANCE - AUTO CENTER )
STEVENS POINT, WISCONSIN
MAXIM PROJECT #9719634
R e
i TSR e D
x,%f"iﬁ“- ‘;:'_ S RS BRAR TGPl Saeilis RIHE
16T e e ] o5 e
llolumc e LR 65 244 13 -~ 142 68.6
Ethylbenzene T 2.2 2.7 094 -~ |5s.61 140
Xylenes RSO RS 45 409 3.60 - [269 124 ;
1,3,5-Trimethyloenzene pRYSES G 4.2 50 055 - 1419 96 EARGA
1,2,4-Trimethylbenzene EZ60 15 150 9.1 ‘1974 96 SARGER
MTBE <09 9.9 <0.24 <1.0 12 {
GRO 450 1910 — 1420 NS :
Naphthalene — — — — — -— 8 s
Be.nzo(a)pyml, - —_ —_ —_— —_ — —_ - —_— 0.02 £ :'__2
ligures in parts-per-billion unless otherwise noted coe 7 ND = Not detected above Methad Detection Limit
= No current WDNR standard established ES = WDNR NR 140,10 Groundwater Quality Enforcement|Standard
= WDNR NR 140. 10 Groundwater Quality Preventive Action Limit --- = Not Analyzed
e 3 is 2 summarization of historical analytical data. The analytical report for the March 25, 1998 sampling event is included in Appendix|A.
Aecnaphrh enyq o. T
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aBezeh) Fluccarhgsy 2.7 ee | ez
Beavaslghi) Pertgle g 0.9
_Bé\ZO (k) F/uc—cmfk:.7 0.5
Lhrysene 7.0 Loz ¢ =
D1déoe (A b) Aursue o 0. rY
f/»{a,*;/\y\rkf,\[ L. O xxe) Gyoco
Ih£cﬂ5(i,23‘Cf(2 Pyrox g -
rAWuufb\fzw( /-07
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